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Kadirogullari Makina San Tic Ltd Sti, one of the world's foremost designers and manufacturers of 

Cryogenic valves located in Istanbul, Turkey. We have been producing cryogenic valves and equipment since 

1995 with registered KMS brand name.  

We have developed new designs and production methods for our KMS cryogenic valves. KMS 

cryogenic valves have a modern design which ensures maintenance free operation, long life. With the help of 

changeable upper group, probable maintenances are easy and prompt. 

Kadirogullari KMS cryogenic globe valves have investment casting AISI 304 quality stainless steel body 

and socket weld end. The measurements used in our production are DN15, DN20, DN25, DN40 (44mm), DN40 

(48mm) and DN50. Working pressure is up to 50bar. Working temperature is -189oC up to +120oC. KMS 

cryogenic valves are used for the storage tanks of different liquefied cryogenic gases such as Oxygen, Nitrogen, 

Argon, Liquefied Natural Gas (LNG) and acetylene.  

The quality of our valves is guaranteed by several international certifications such as following:  

�  EN ISO 9001 standards, since 25/08/2005 and actually according to ISO 9001:2000, by UKS Uluslararası 
Kalite Sistemleri ve Belgelendirme Ltd. Şti 

�  TSE EN 12300:1998 standards, since 27/08/2007 . (Cleanliness for cryogenic services). 
�  TSE EN 12266-2 standards, since 27/08/2007 (Industrial valves - Testing of valves - Part 2: Tests, test 

procedures and acceptance criteria - Supplementary requirements (FOREIGN STANDARD)) 
�  The European Pressure Equipment Directive (PED 97/23/EC), since 27/08/2007  
�  The European Transportable Pressure Equipment Directive (TPED 99/36/EC), since 27/08/2007 
�  Provides the ADR conditions. (The European Agreement concerning the International Carriage of 

Dangerous Goods by Road). 
�  CE, Π marking, since 27/08/2007, by BREAU VERIITAS S.A.   

Thanks to the recognized quality of our valves, and the policy of Kadirogullari KMS in the last fifteen years, 

about a high specialization of our product line and a permanent innovation programme for research and 

development of new products, at present, we have numerous customers in the national and international 

market, and a wide network of distributors and agents throughout the worldwide. 
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KMS CRYOGENIC VALVE  
DN15 - DN20 - DN25 - DN32 - DN40 (44mm) - DN40 (48mm) - DN50  

 
APPLICATIONS: 

KMS cryogenic valves are approved for cryogenic liquefied gases such as oxygen (O2), nitrogen (N2), carbon dioxide 
(CO2), Argon (Ar), Liquefied Natural Gas (LNG) and Acetylene. 
Working temperature is –196 oC / -321 oF (77K) up to +120 oC / +248 oF (393K). 
 

 

 
Standard marking according to Pressure Equipment Directive 97/23/EC (PED).  
Marking According to Transportable Pressure Equipment Directive 99/36/EC (TPED) will only be carried out by 
written notice on purchase order.   

Standard Design Technical Data 
Nominal Size DN 15 20 25 32 40 40 50 

Dimension Code / Ölçü Kodu kd 21 27 34 38 44 48 60 
Face-to-Face Dimension / Gövde genişliği A 85 100 115 115 130 130 155 

Height / Yükseklik C 280 – 370 mm 
Outside Pipe Ø  / Soket Çapı B 21,3 27,3 34 38 44 48 60,3 
Socket Dept / Soket Derinliği E 10 14 14 14 14 14 16 

Handwheel Ø / Volan Çapı F 100 100 100 100 125 125 125 
Wrench size across flats / Somun G 30 30 30 30 30 30 30 

Kvs – Value m3 / h 4,3 6,7 11,5 14 20,6 22,6 37,1 
Cv - Value gal / min  5 7,8 13,4 16,2 26,3 26,3 43,2 

Dimensions in mm. 

Numeral  
Sayı  

Piece Name   
Parça Adı  

Number  
Adet  

Material  
Malzeme  

Norm 
Standart  

1 Body 
Gövde 1 1.4301  EN 10028 -7 

2 Retainer Ball  
Misket  7 1.4301  EN 10028 -7 

3 Valve  
Valf  1 ISO CUZN39PB3 

4 Valve Washer  
Valf Pulu  1 1.4301   EN 10028 -7 

5 Valve Sealing Te�on  
Valf Te�onu   1 PTFE  25 % PTFE 25%  

6 Valve Nut  
Valf Somunu  1 ISO CUZN39PB3 

7 Valve Seal Retainer Washer  
Te�on Baskı Pulu  1 ISO CUZN39PB3 

8 Stem 
Hareket Mili  1 1.4301  EN 10028 -7 

9 Body Cover  
Gövde Üst Grubu  1 1.4301  EN 10028 -7 

10 Body Cover Bolt  
Gövde Bağlantı Civatası  1 1.4301  EN 10028 -7 

11 Stem Cashing  
Üst Grup Kovanı  1 1.4301  EN 10028 -7 

12 Stem Sealing Male Bushing  
Erkek Te�on  2 PTFE  25 % PTFE 25%  

13 Stem Sealing Bushing Pressing Ring  
Te�on Baskı Yüzüğü  1 ISO CUZN39PB3 

14 Stem Cashing Nut  
Üst Grup Somunu  1 ISO CIZN39PB3  

15 Stem Sealing Female Bushing  
Dişi Te�on  1 PTFE  25 % PTFE  25 % 

16 Handle  
Volant  1 ETIAL 171  AISI 10mg  

17 Handle Washe r 
Volant Pulu  1 1.4301  EN 10028 -7 

18 Handle Look Nut  
Volant So munu 1 1.4301  EN 10028 -7 

19 Gasket  
Sızdırmazlık Contası  1 CU C71500 
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KMS CRYOGENIC CHECK VALVE 
DN 15 - DN 20 - DN 25 -  DN 32 - DN 40 - DN 50

APPLICATIONS : 
KMS crogenic check valves are approved for cryogenic liguefied gases such as oxygen
(O2) , nitrogen (N2),carbon dioxide  (CO 2) , argon (AR),liguefied natural gas (LNG) and 
Acetylene.
Working temperature is -196 C / -321 F  (77 K) up to + 120 C / + 248 F (393K)

Standart marking according to pressure equipment directive 97/23/EC (PED)
Marking according to transportable presssure eguipment directive  99/36/EC (TPED) 
will only be carried out by written notice on purchase order.

                                           

                                           


